
Kapasite aral›¤›
Capacity range
91.2 kW - 1152.0 kW

 kuruman Hava so¤utmal› kondenserli
So¤uk su üretici gruplar
Air cooled Water chillers

Klima sistemleri,
Proses so¤utmalar›,
Sanayi tesisleri ve
Muhtelif maksatlar için

For air-conditioning systems,
Process cooling,
Industrial plants and
Various purpose

Vidal› kompresörlü • Mikroifllemci kontrollü
Screw compressors • Microprocessor controlled

H‹DRON‹K K‹T OPS‹YONLU / OPTIONAL HIDRONIC KIT



URUMAN So¤uk Su Üretici Gruplar›, EN ISO 9001:2000 Kalite
Yönetim Sisteminin uyguland›¤› fabrikam›zda d›fl ortamda

çal›flacak ve kapasite tablosundaki so¤uk su ç›k›fl s›cakl›klar›n›
verecek flekilde dizayn edilmifltir.So¤utma Gruplar›m›z
fabrikam›zda her türlü boru ve kablo ba¤lant›s›, gaz-ya¤ flarj›
ve gerekli testleri yap›lm›fl olarak ve yerine yerlefltirmeye haz›r
halde teslim edilirler. So¤utma Gruplar›m›z sa¤l›k emniyeti ve
güvenlik gereksinimleri konusunda afla¤›da belirtilen Avrupa
Birli¤i direktiflerine ve ilgili harmonize standartlara uygundur.

Makine Direktifi (MD) : 98/37/EC
Alçak Gerilim Direktifi (LVD) : 73/23/EEC
Elektromanyetik Uyumluluk Direktifi (EMC) : 89/336/EEC
Bas›nçl› Ekipmanlar Direktifi (PED) : 97/23/EC

Afla¤›daki k›s›mlardan müteflekkil olan So¤utma Gruplar›n›n
kapasiteleri 91,2 kW ile 1152,0 kW aras›nda de¤iflmektedir.

So¤utma Kompresörü: ‹ste¤e göre 1 veya 2 adet yar›
kapal› kompakt vidal› (semi-hermetic compact screw)
kompresör kullan›lmaktad›r.Vidal› kompresör yap›s› gere¤i
uzun müddet bak›m gerektirmeksizin çal›flmaktad›r. Hareketli
parçalar›n az olmas› sebebiyle bak›m› kolay ve ekonomiktir.
Vidal› Kompresörler; basma kapama vanas›, basma hatt›ndaki
ak›flkan›n geri dönüflünü engelleyen check-valf, ya¤ seviye
switchi, ya¤ gözetleme cam›, ya¤ ay›r›c›, filtre, karter ›s›t›c›,
kapasite kontrol selonoidleri, titreflim takozlar›, motor koruma
rölesi ve PTC sensörleri ile techiz edilmifltir. Gerekli flebeke
gerilimi; 3 x 400 V, 50 Hz’dir.

Kondenser (Yo¤uflturucu): Hava So¤utmal› Kondenserler
bak›r boru ve alüminyum lamelli olarak imal edilmektedir.
So¤utucu ak›flkan›n yo¤uflmas›n› sa¤lamak üzere motoru ile
direkt akuple yüksek verimli, afl›r› ak›m koruma röleli, sessiz
yatakl› aksiyal fan cihaz üzerine monte edilmifltir.

Evaporatör: Shell & Tube tipinde imal edilen direkt genleflmeli
evaporatörler özel yüksek verimli bak›r borular›n çelik ayna deliklerine
özel ifllem ile tesbit edilmesi suretiyle üretilmifltir. Boru demetinin
sökülebilir olmas› bak›m ve temizlik imkan› sa¤lar. EN 14276-1 ve
EN 13445 standartlar›na uygun olarak imal edilen evaporatörler su
ve glikol çözeltilerinin so¤utulmas› için tasarlanm›flt›r. Evaporatörlerin
d›fl yüzeyi ve kompresör emifl hatlar› uygun kal›nl›kta izolasyon
malzemesi kullan›larak izole edilmektedir.

Elektrik Kumanda Panosu: IP54 koruma s›n›f›na göre
tasarlanm›flt›r.Cihaz›n tam otomatik ve güvenli olarak çal›flmas›n›
sa¤layacak flekilde güç ve kumanda taraflar› olmak üzere iki
k›s›mdan müteflekkildir. Pano yeterli miktarda kontaktör, termik,
sigorta ve flalter ile techiz edilmifltir. Cihaz›n panosu ve cihaz
içi kablo tesisat› EN 60204-1 standart›na uygundur. Gerekli
flebeke gerilimi; 3 faz, 400 Volt, 50 Hz’dir.

Mikroifllemci Kontrol Sistemi: Cihazda kullan›lan
mikroifllemci kontrol sistemi sayesinde su girifl ve ç›k›fl s›cakl›klar›,
emme ve basma taraf›ndaki gaz bas›nçlar›, evaporatörlerde
oluflan afl›r› ›s›tma (superheat) s›cakl›¤›, kompresörlerin çal›flma
zamanlar›, oluflan tüm ar›zalar ve geçmiflte vukubulan tüm ar›za
kay›tlar› ekranda dijital olarak görülebilmekte ve kolayl›kla kapasite
kontrolü yap›labilmektedir. Ayr›ca d›fl hava s›cakl›¤›na ba¤l›
olarak kondenser fanlar› otomatik olarak devreye girip ç›kmakta
ve her kompresörün çal›flma sürelerinin dengede tutularak,
cihaz›n optimum verimde çal›flmas› sa¤lanmaktad›r.

So¤utma Devresi Elemanlar›: Cihaz›n otomatik ve güvenli
flekilde çal›flmas› için elektronik genleflme valfi, drayer-filtre,
gözetleme cam›, emniyet ventili, su ak›fl kontrol otomati¤i,
alçak yüksek bas›nç presostat› ve so¤utma vafleri konmufltur.

URUMAN Water Chillers are designed to outdoor installation
and provide chilled water leaving temperatures which are

given on capacity tables in our factory carrying out EN ISO
9001:2000 Quality Management System. The Units are supplied
to ready for installation. All connections, oil and refrigerant
charge and required tests are made in our factory. Our units
are in conformity with health and safety requirements of following
European Union directives and relevant hormonized standarts.

Machinery Directive (MD) : 98/37/EC
Low Voltage Directive (LVD) : 73/23/EEC
Electromagnetic Compatibility Directive (EMC) : 89/336/EEC
Pressure Equipment Directive (PED) : 97/23/EC

The capacity of the Units are varying between 91,2 kW and
1152,0 kW and it's composed of the following parts;

Cooling Compressor: 1 or 2 pieces semi-hermetic compact
screw compressors are used according to your choice. Screw
compressors as it's characteristics can operate without
maintenance need for a long time. Maintenance of the screw
compressors are quite simple because of the less amount of
the moving parts in it. Screw compressors are equipped with
discharge shut-off valve, check-valve that prevents to return
back of the refrigerant from the discharge line, oil level switch,
oil sight glass, oil separator, oil filter, crankcase heater, capacity
control solenoids, vibration dampers, motor protection device
and temperature sensors (PTC). Required power supply is 3
ph, 400 V, 50 Hz.

Condenser: Air cooled condensers are manufactured by
pipes and aluminum fins. Current overload protected, high
efficient direct drive axial fans which have noiseless bearing
are mounted on the Unit to provide condensation of the refrigerant.

Evaporator: Direct expansion evaporator is manufactured
in Shell & Tube form and special high efficient copper tubes
are fixed to grooved steel tubesheet holes with tube expander
method. It's allowed to maintenance and clean up because
of the removable tube bundle. Evaporators are in conformity
with EN 14276-1 and EN 13445 standarts and designed for
chilling water and glycol brines. External surface of evaporators
and suction lines are insulated with insulation material with
suitable thickness.

Electrical Control Panel: The panel is designed to IP54.
To operate the Unit automatically and securely, the panel is
composed of two different section. The first section is power
section and the other one is control section.The panel is equipped
with enough number of contactors, thermics,fuses and on-off
switchs. The panel and wiring are in conformity with EN 60204-
1 standart. Required power supply is 3 ph, 400 Volt, 50 Hz.

Microprocessor Control System: Microprocessor control
system is used on the Unit. By means of this; entering and
leaving water temperatures,refrigerant pressures on the suction
and discharge lines, occured superheat temperature, operating
times of compressors, all faults occured on the system and
all alarm history can be seen on the digital screen and also
capacity control can be made easily. Besides condenser fans
are controlled automatically depending on the ambient
temperature and the operating times of each compressor is
balanced so optimum efficient operation of the Unit is provided.

Components of the Cooling Circuit: To operate the
Unit automatically and securely; electronic expansion valve,
drier-filter, sight glass, relief valve, flow-switch, high-low pressure
switch and shut-off valves are included.

K K

Cihaz Tan›m› Unit Description
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Teknik Özellikler Technical Specifications
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Boyutlar Dimensions

Not: Ölçü ve dizayn de¤ifltirme hakk›m›z mahfuzdur.
Note: We reserve the right to make changes in dimensions and design at any time, without notice

Cihaz Yerleflimi Clearances
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KURUMAN ENDUSTRIYEL SOGUTMA SISTEMLERI  SAN. VE T‹C. LTD. fiT‹.

Tel : (+90) 342 235 59 89 Pbx
Fax : (+90) 342 235 65 62
E-mail : info@kuruman.com.tr - kurumanssltd@mynet.com

K.S.S. C BLOK 22 MOLU CAD No:25
Sehitkamil-Gaziantep  / TÜRK‹YE

KURUMAN

A

B

C

T‹P
TYPE 50.1 60.1 70.1 80.1 90.1 110.1 125.1 140.1 180.1 210.1 240.1 300.1

1530 2830 2830 2830 4130 4130 4130 5430 5430 6730 8030 9330 10630

2300 2300 2300 2300 2300 2300 2300 2300 2300 2300 2300 2300 2300

2590

280.1

2590 2590 2590 2590 2590 2590 2590 2590 2590 2590 2590 2590

KRCAE-V-S KRCAE-V-S KRCAE-V-S KRCAE-V-S KRCAE-V-S KRCAE-V-S KRCAE-V-S KRCAE-V-S KRCAE-V-S KRCAE-V-S KRCAE-V-S KRCAE-V-S KRCAE-V-S

d 2 1/2" 3" DN100 DN100 DN100 DN100 DN125 DN125 DN125 DN150 DN150 DN150 DN200

web:www.kuruman.com.tr
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